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Transistor Switching Analysis 
Dr. C. A. MEAD* 
With the widespread application of junction transistors in switching applications, the 
need for a general method of analysis useful in the region of collector voltage saturation 
has become apparent. Linear equivalent circuits using lumped elements have long been 
used for small signal calculations of normally biased transistors, but a comparable method 
for saturated transistors has been lacking. Recently Linvill"> proposed the method of 
lumped models which allow the analysis of complex switching problems with the case of 
linear circuit calculations. The method is shown to be equivalent to a well-known linear 
equivalent circuit under normal bias conditions. Examples of the application of the method 
and the use of approximations are drawn from practical circuit problems. Emphasis is 
placed upon the understanding of the physical phenomena involved, a necessary prerequi-
site to intelligent circuit design. 
Part 1 
WITH THE FIRST ANALYSIS of a junction transistor triode, it was recognized that such a device was capable of symmetrical operation; that is, either 
the "emitter" junction or "collector" junction could 
act as a source of minority carriers in the base region. 
Thus modes of operation are available in a transistor 
which have never existed in the vacuum tube. For 
example, a saturated transistor {both emitter and col-
lector forward biased) will carry signals well in both 
directions, while if both junctions are reverse biased, 
essentially no signal is allowed to pass in either direc-
tion. The inherently low voltage drop across a satu-
rated transistor makes possible the control of very 
high powers with low dissipations. For these reasons, 
transistors find switching service a most important 
and useful application. 
The first detailed analysis of the large signal prop-
erties of transistors was done by Ebers and Moll. <1l 
Later Linvill <3l proposed a technique by which the 
same results may be obtained, but which has the ad-
vantage that a linear model is used and physical in-
sight into the behavior of the device is more readily 
gained. The purpose of the present article is to extend 
this method to the general treatment of diodes and 
transistors in practical circuit applications, to present 
results in special cases of importance, and to illustrate 
applications of the analysis in sufficient detail to be 
generally useful to the design engineer. 
Requirements of the Analytical Method 
Let us examine the requirements on a method of 
analysis to be used in problems of this nature. Clearly, 
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what is needed is a model, similar to an equivalent 
circuit such as used for small signal work, yet appro-
priate for all conditions encountered in transistor op-
eration; i.e., either junction may be either forward or 
reverse biased, currents may be either small or large, 
a-c, d-e, or both. Together with a model, the method 
must include a procedure for evaluating elements in 
the model and for making approximations where an 
exact analysis would be too cumbersome. 
Furthermore, in order to be of general utility, the 
method of analysis should possess the following quali-
ties: 
(a) The principal variables should be related in 
a linear manner so linear circuit theory may 
be used. 
(b) Non-linearities in the system should be easily 
and accurately approximated by a simple 
piecewise linear idealization. 
(c) Elements in the model should be readily ob-
tainable in terms of simple, easily-measured 
device parameters. 
(d) Variables in the model should possess physical 
significance, and results of the analysis should 
enhance one's physical insight into the prob-
lem. 
(e) The model should reduce to familiar form for 
special cases, e.g., normal bias, small signal. 
The variables necessary to solve normal semicon-
ductor problems are: 
1. Junction voltage 
2. Junction current 
3. Minority carrier density 
provided we deal only with devices in which the dif-
fusion current predominates. Transistors of this type 
are typically used in switching service where the 
method is most generally useful. 




Fig. }-Transmission line and equivalent lumped ele-
ment representa tion. 
Review of Basic Processes 
Before launching into the details of analysis, let us 
briefly review the basic processes which occur within 
a semiconductor. If we limit our discussion to one-
dimensional diffusion flow, a complete description of 
the motion of minority carriers within the material 
consists of: 
1. The continuity equation for minority carriers 
a.v =No - .Y + D a~x 
ot 'T ()x2 
where N is the density (number per unit volume) 
of minority carriers as a function of x and 
t 
N 0 is the density of minority carriers at 
thermal equilibrium 
-r is the "lifetime" of minority carriers 
Dis the diffusion constant of minority car-
riers 
x is the distance through the semiconductor 
2. The condition that any macroscopic volume ele-
ment of the material be electrically neutral. 
Introduction to Lumped Models 
The continuity equation is a partial differential 
equation, involving both time and space derivatives, 
and its solutions are in general both difficult and 
messy, resulting in carrier densities at all points as a 
function of time. 
One is reminded of the transmission line problem 
where again a partial differential equation must be 
solved and the results are voltage (or current) at any 
point on the line as a function of time. Pursuing the 
analog still further, the analysis of a transmission line 
is greatly simplified if we are content to find approxi-
mate voltages and currents at certain specified points 
along the line instead of exact voltages and currents 
at alL points along the line. Since normally only the 
ends of the line are of interest, such a procedure 
seems highly desirable. To this end we approximate 
the line by a ladder network as shown in Fig. 1. 
The line possesses a series inductance and resist-
ance per unit length, and a shunt capacitance per unit 
length. These distributed parameters are represented 










F ig. 2-Semiconductor bar with excess minority carrier 
distribution. 
in the ladder network by the Lum ped eLements L, R 
and C. Thus we have created a Lumped modeL as an 
approximation to the real transmission line. The volt-
age at any node, or the current through any element 
may be obtained by standard circuit analysis tech-
niques. H ence, we have transformed a problem in 
partial differential equations into a problem in simple 
circuit theory. 
Each section of the lumped model corresponds to 
a given length of transmission line. As the number of 
sections is increased, the length of line to which each 
section corresponds is decreased and the accuracy of 
the approximation is improved. In the limit, as the 
number of sections becomes infinite, each section rep-
resents an infinitesimal length of time and we are 
again faced with the solution of a partial differential 
equation. Perhaps the most significant feature of the 
lumped model is that the approximations have been 
made before any equations were written, and each 
element in the model has definite physical signifi-
cance. 
Semiconductor Lumped Model 
In order to simplify our expressions for minority 
carrier flow, it is convenient to write the continuity 
equation in terms of a new variable, the excess den-
sity, N - No. 
o(N - .Vo) = _ (.Y - X o) + D c2(X - .Yo) 
~ 'T 0~ 
For a p-type semiconductor: N = n, N0 = np 
Therefore, 
17 = ll - Ti p 
For ann-type semiconductor: N = p, N0 = nn 
Therefore, 
cp- -~ + D ()2p 
it - T OX ! p = p- ]J ,. 
Now let us examine the physical significance of 
each term in the continuity equation. Consider a long 
bar of n-type semiconductor with unit cross-sectional 
area containing volume elements 1 and 2. 
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Suppose within the bar there exlSts a distribution 
of excess holes r; (x) as shown in Fig. 2, which is a 
function of x but independent of y and z. The volume 
elements will possess average excess densities p1 and 
P!! respectively. 
Storage. D ue to the charge neutrality requirement, 
an excess density of minority carriers implies an 
equal excess density of majority carriers. Thus a 
change in minm·ity excess density with time produces 
a majority carrier current into the voLume element. 
Such a change in density with time is represented by 
the first term in the continuity equation, and the re-
sulting current is the rate of change of stored charge 
in the volume element. 
Recombination. According to the simple linear re-
combination law, the recombination rate is propor-
tional to the excess density. Again the charge neu-
trality condition requires that if the minority carrier 
density remains fixed, for each recombination a new 
majority carrier must enter the volume element. 
However, in order for the minority carrier density to 
remain fixed, a new minority carrier must also enter 
the volume element. Thus, since the carriers possess 
opposite charges, the net effect of recombination is to 
bring minority carrier current into the volume ele-
ment and force an equal majority current out of the 
volume element. This effect is represented by the sec-
ond term in the continuity equation. 
Diffusion. If the slope of the carrier excess density 
curve is greater at the left boundary of the volume 
element than at the right boundary, there will be a 
net minority carrier diffusion current into the volume 
element. This effect is represented by the last term in 
the continuity equation. Since the diffusion current is 
proportional to the gradient of the excess density, the 
current flowing from element 1 into element 2 will be 
approximately proportional to (p1 - P2). 
We may state the continuity equation, then, as fol-
lows: 
The sum of currents flowing out of a given vol-
ume element due to 
a) change in stored charge 
b) recombination of carriers 
c) minority carrier diffusion 
is equal to zero. 
When so stated it is clear that the continuity equation 
is merely Kerchhoff's law for a continuous system. 
H owever, we have seen that such a system may be 
approximated by a lumped model in which the net-
work node equations replace the continuity equation. 
We may therefore construct such a model for our bar 
of semiconductor. Lumped models of this type were 
first proposed by Linvill. 131 
Lumped Model E lements. The elements required 
for such a lumped model are clearly of a different 
nature than those of electric circuit theory. The vari-
ables are excess density and current rather than volt-
age and current. It should always be borne in mind 
that the semiconductor lumped model is analogous, 
not identical. to its corresponding electric circuit. 
TABLE I 
Symbol for E le me nl E lectrical Ano locn 
P,l 
.,, 
G ~lr G lt 
PJ •:a 
I•Gip1-p;al J;.• G(v1 - •:al 
]I' "1 II oT 
I :C ~ dv1 
dl 
I • C dl 
However, the same methods are available for the so-
lution of either type of problem. 
The types of elements required may be summarized 
as in Table I. Clearly the excess densities are the di-
rect analogies of voltages in an electrical circuit. 
The lumped model for our bar of semiconductor 
may be constructed in exactly the same manner as 
for the transmission line, as shown in Fig. 3. Here 
- 1 and ...... are the average excess hole densities in vol-,.., , ,_
ume elements 1 and 2. G1 and C 1 represent recom-
bination and storage in volume element 1, while G2 
and C:! represent recombination and storage in vol-
ume element 2. G12 represents the diffusion of boles 
from volume element 1 into volume element 2. It will 
be noticed that the lines are not wires but are de-
fined as regions of constant excess density. The bot-
tom line is defined as the zero excess density, and cur-
rent flowing in this line is majority carrier current. 
This convention follows from the definitions of the 
elements and the effects which they represent. Al-
though the lumped model elements are linear, it 
should be borne in mind that the excess density p is 
constrained to be greater than - p,. at all times, since 
the actual density cannot become negative. This re-
striction will introduce nonlinearities later when 
specific problems are considered. 
As a check on the lumped model, let us assume a 
uniform excess minority carrier density in the semi-
~ GIZ p G23 p 
---lllllllll' 11111111':f:r.1111111r'J-1111111f---
\ ~c, G,~ ~c, G'¥ ~c, 
p=O 
F ig. 3-Lumped model of semiconductor bar. 
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Pi = Pn(eqv/kT -1) 
"'l j = np(e qv/kT -1) 
Fig. 4-Model of p-n junction. 




which has the solution 
p = Po e- t/T 
From the lumped model 
P1 = P2 = Pa etc. 
Thus no current flows in the diffusion conductances 




which has the solution 
-~t 
P2 = Poe 02 
and similarly for the other junctions. Thus the life-
time t: may be identified with the time constants of 
the lumped model parallel elements 
1 G1 G2 Ga 
- = - = - = - etc. 
r Ct Cz Ca 
It is now clear that the basic diffusion process 
within the semiconductor is extremely simple, analo-
gous to an RC ladder network where all capacitors 
are connected to ground, and all shunt elements have 
time constant t:. No inductive elements are present, 
(c ) 
Fig. 5-Development of d iode model. 
since the diffusion process cannot support a propagat-
ing wave. Our lumped approximation is complete and 
we are in a position to solve any problem where the 
initial conditions or boundary conditions on the excess 
density are known, by the application of simple cir-
cuit theory. 
Boundary Conditions, the p-n Junction. In a semi-
conductor device such as the transistor, the boundary 
conditions on minority carrier excess density are gen-
erally determined by the voltage across certain p--n 
junctions in the structure. Depending upon the type 
of semiconductor material, temperature, operating 
current density and other factors, the value of excess 
density determined by a junction with a certain ap-
plied potential may vary. However, in most instances 
the recombination within the junction is small and 
the following expressions are sufficiently accurate for 
practical application: 
where 
Pi = p,. (e'l•lkT - 1) 
TJi = np (eq•fkT - 1) 
(la) 
(l b) 
p; is the excess hole density at the n side of 
the junction 
TJJ is the excess electron density at the p side 
of the junction 
k is Boltzmann's constant 
T is the absolute temperature 
v is the voltage across the junction, being 
taken as positive when the junction is for-
ward biased 
In this approximation the hole and electron cur-
rents entering the junction from one region emerge 
undiminished at the opposite side of the junction. 
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Thus the junction provides an excess density essen-
tially independent of current, or acts as an excess den-
sity generator controlled by the junction voltage. The 
analogy in electric circuit theory would be a voltage 
generator controlled by some other variable in the 
system, as frequently used in small signal equivalent 
circuits for active devices. The symbol for su ch a 
junction is shown in Fig. 4. Here again the top lines 
carry hole current, and the bottom lines carry elec-
tron current. 
P- N Diode 
A p-n junction diode consists not only of the p-n 
junction itself but also of the adjoining p and n re-
gions. Thus the diode model must include lumped 
element network sections for both regions as well as 
the junction "excess density generator." The number 
of sections used for each region is determined by the 
accuracy required an d the fortitude of the analyst. 
An appropriate compromise is usually obtained at 
one or two sections per region. A two-section model 
is shown in Fig. 5a. As before, the junction boundary 
densities Pt and T]1 are determined by the junction 
voltage through the exponential junction law. 
In cases where the conductivity of one region is 
much greater than that of the other, carrier injection 
into the high conductivity region is small and may 
be neglected. For example, if the p region is of very 
high conductivity compared with the n region, n p is 
very small compared to p,. (since ppnp = n4,2, a con-
stant for given temperature). Thus llt will be very 
small compared to p1, and only hole current need be 
considered. Under these conditions, considerable sim-
plification in the lumped model is possible, i.e., the 
elements corresponding to the p region may be de-
leted , as shown in Fig. 5b. 
For many practical applications, sufficient accuracy 
is obtained by the use of only one lumped section, 
as shown in Fig. 5c. In this model the capacitance C 
represents minority carriers stored near the junction 
and the conductance G represents the combined effect 
of recombination near the junction and diffusion 
away from the junction and subsequent recombina-
tion. As will be seen, the great virtue of the single 
section model is the ease with which the element 
values are determined. 
D iode Small Signal Response. If the diode is forward 
biased and a small a-c signal v 1 e;wt is superimposed 
on the d-e bias voltage v0 , we may write the injected 
excess density 
p = Pn(eq•fkT - 1) 
where v = v 0 + v 1 e;wt. 
Now if v 1 < < kT j q we may expand the exponen-
tial and retain only the first two terms 
Thus the a-c component of excess density is 
if the d-e current through the diode is much greater 
than its saturation current, the excess density will be 
much greater than p,., and the exponential term in the 
expression for excess density will be large compared 
to unity. Thus the d-e component of excess density 
becomes 
(2) 
Combining these two expressions, the amplitude of 
the a-c excess density is 
q 
PI""' Po - Vt 
kT 
(3) 
From the lumped model of Fig. 5c, the current 
through the diode is composed of a d-e bias compo-
nent 
and an a-c component 
i t = PI (G + jwC) 
But from equations 2 and 3 
. qi ( 1 + . c) 'l.t = - JW - Vt 
kT G 
Thus the time constant C/ G may be determined by 
one simple small signal measurement on the diode, 
i.e., the impedance rolloff frequency 
G w,. =-
c 
To determine the magnitude of G we may measure 
the d-e junction voltage required to produce a certain 
current. If the current is much larger than the satu-
ration current of the diode 
I = pG ,., p,, G e''•tkr 
or 
It will be noticed that we are not able to determine 
either p ,. or G individually from extemal measure-
ments on the diode, but only their product. However, 
for this reason we need not know the individual 
values if we are interested only in voltages and cur-
rents, since expressions for these external variables 
involve only the product. Hence our two simple meas-
urements on the diode, small signal impedance rolloff 
frequency and d-e voltage drop for a given d-e cur-
rent, serve to completely determine the lumped 
model which is now applicable to all operating con-
ditions. 
(To be continued) 
SEMICONDUCTOR PRODUCTS • SEPTEMBER 1960 47 
